GENERAL

BUILDING CATEGORY


[I] [II] [III] [IV]

BUILDING HEIGHT



xxx FEET

BASIC WIND SPEED (3-SEC GUST)
xxx MPH

WIND EXPOSURE



[B] [C] [D]

SEISMIC USE GROUP


[I] [II] [III]

SEISMIC DESIGN CATEGORY

[A] [B] [C] [D] [E] [F]

IMPORTANCE FACTORS


IE = [1.00] [1.25] [1.50]







IW = [.87] [1.00] [1.15]







IS = [.80] [1.0] [1.10] [1.20]
QUALITY ASSURANCE PLAN
1. QUALITY ASSURANCE PLANS SHALL CONFORM TO CHAPTER 17 OF THE 2003 "INTERNATIONAL BUILDING CODE" INCLUDING THE 2004 ICC SUPPLEMENT AND OREGON AMENDMENTS.

2.
SEISMIC FORCE RESISTING SYSTEMS INCLUDED AS PART OF THE QUALITY ASSURANCE PLAN INCLUDE THE FOLLOWING:

· xxxxx

3.
DESIGNATED SEISMIC SYSTEMS INCLUDED AS PART OF THE QUALITY ASSURANCE PLAN INCLUDE THE FOLLOWING:

· xxxxx

4.
ARCHITECTURAL, MECHANICAL, AND ELECTRICAL COMPONENTS INCLUDED AS PART OF THE QUALITY ASSURANCE PLAN INCLUDE THE FOLLOWING:

· xxxxx
5.
WIND FORCE RESISTING SYSTEMS INCLUDED AS PART OF THE QUALITY ASSURANCE PLAN INCLUDE THE FOLLOWING:

· xxxxx

6.
REFER TO SPECIAL INSPECTION AND STRUCTURAL OBSERVATION SECTIONS FOR SPECIAL INSPECTION, TESTING, AND STRUCTURAL OBSERVATION REQUIREMENTS.

SPECIAL INSPECTIONS
1.
SPECIAL INSPECTIONS SHALL CONFORM TO CHAPTER 17 OF THE 2003 "INTERNATIONAL BUILDING CODE" INCLUDING THE 2004 ICC SUPPLEMENT AND OREGON AMENDMENTS.  REFER TO TABLES 1 THROUGH 8 FOR SPECIAL INSPECTION AND TESTING REQUIREMENTS.

2.
SPECIAL INSPECTIONS AND ASSOCIATED TESTING SHALL BE PERFORMED BY AN APPROVED ACCREDITED INDEPENDENT AGENCY MEETING THE REQUIREMENTS OF ASTM E329 (MATERIALS), ASTM D3740 (SOILS), ASTM C1077 (CONCRETE), ASTM A880 (STEEL), AND ASTM E543 (NON-DESTRUCTIVE).  THE INSPECTION AND TESTING AGENCY SHALL FURNISH TO THE [STRUCTURAL] [ENGINEER] [DESIGN PROFESSIONAL] A COPY OF THEIR SCOPE OF ACCREDITATION.  SPECIAL INSPECTORS SHALL BE CERTIFIED BY THE BUILDING OFFICIAL.  WELDING INSPECTORS SHALL BE QUALIFIED PER SECTION 6.1.4.1.1 OF AWS D1.1.  THE OWNER SHALL SECURE AND PAY FOR THE SERVICES OF THE INSPECTION AND TESTING AGENCY TO PERFORM ALL SPECIAL INSPECTIONS AND TESTS.

3. THE SPECIAL INSPECTOR SHALL OBSERVE THE INDICATED WORK FOR COMPLIANCE WITH THE APPROVED CONSTRUCTION DOCUMENTS.  ALL DISCREPANCIES SHALL BE BROUGHT TO THE IMMEDIATE ATTENTION OF THE CONTRACTOR FOR CORRECTION, NOTED IN THE INSPECTION REPORTS, AND IF NOT CORRECTED, THEY SHALL BE BROUGHT TO THE ATTENTION OF THE [STRUCTURAL] [ENGINEER] [DESIGN PROFESSIONAL] AND THE BUILDING OFFICIAL.
4. THE SPECIAL INSPECTOR SHALL FURNISH INSPECTION REPORTS FOR EACH INSPECTION TO THE BUILDING OFFICIAL, [STRUCTURAL] [ENGINEER] [DESIGN PROFESSIONAL], CONTRACTOR, AND OWNER.  THE SPECIAL INSPECTION AGENCY SHALL SUBMIT A FINAL REPORT INDICATING THE WORK REQUIRING SPECIAL INSPECTION WAS INSPECTED AND IS IN CONFORMANCE WITH THE APPROVED CONSTRUCTION DOCUMENTS AND THAT ALL DISCREPANCIES NOTED IN THE INSPECTION REPORTS HAVE BEEN CORRECTED.

STRUCTURAL OBSERVATIONS
1.
STRUCTURAL OBSERVATIONS SHALL CONFORM TO CHAPTER 17 OF THE 2003 "INTERNATIONAL BUILDING CODE" INCLUDING THE 2004 ICC SUPPLEMENT AND OREGON AMENDMENTS.  

2. STRUCTURAL OBSERVATIONS SHALL BE PERFORMED BY THE DESIGN PROFESSIONAL OF RECORD.

3.
THE DESIGN PROFESSIONAL SHALL OBSERVE THE INDICATED WORK FOR GENERAL COMFORMANCE WITH THE APPROVED CONSTRUCTION DOCUMENTS.  ALL DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE CONTRACTOR FOR CORRECTION AND NOTED IN THE OBSERVATION REPORTS.

4.
THE DESIGN PROFESSIONAL SHALL FURNISH OBSERVATION REPORTS FOR EACH SITE OBSERVATION TO THE BUILDING OFFICIAL, CONTRACTOR, AND OWNER.  A FINAL OBSERVATION REPORT INDICATING THE REQUIRED SITE OBSERVATIONS WERE MADE AND TO THE BEST OF THE DESIGN PROFESSIONAL’S  KNOWLEDGE THE WORK IS IN GENERAL CONFORMANCE WITH THE APPROVED CONSTRUCTION DOCUMENTS.

